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Il Gateway Voice over IP

Quadro M E1/T1: Il Gateway IP con 2 porte E1/T, 60 chiamate g.729

Il Gateway Quadro offre un approccio modulare per I'aggiunta di
linee telefoniche a tutte le aziende che utilizzano i PBX IP della Epygi.
Si tratta di un gateway formato rack affidabile e semplice da configu-
rare tramite |'interfaccia web integrata ed inoltre pud essere utilizzato
singolarmente per interfacciare centralini tradizionali al mondo VolP.
La sua massima flessibilita & data dalla possibilita di aggregare pid
unitd ai centralini Epygi, in modo tale da aumentare le linee telefoni-

che nel tempo.

Descrizione prodotto

Ogni gateway Quadro M E1/T1 & equipaggiato di 2 porta E1/T1
(2x30 canali, fino a 60 chiamate simultanee in g.729 SIP) e

permette alle aziende di integrare la rete telefonica tradizionale con la
tecnologia VolP, offrendo la possibilita di inoltrare le chiamate effettua-
te da apparati con flusso primario attraverso una connessione Internet
e viceversa.

Ad esempio & possbile trasformare un pbx tradizionale in una centrale
VolP semplicemente configurando I'apparecchio in modo da accettare
le chiamate passate dal centralino e di inoltrarle sul provider VolP.

Le porte ethernet possono essere configurate tramite indirizzi IP statici
o dinamici (DHCP), inoltre sulla porta WAN si ha la possibilita di
usare il protocollo PPPoE. Le funzioni di "call routing" permettono di
distribuire le chiamate in arrivo su pit apparecchi telefonici
(distribution-group), di impostare LCR (Least Cost Routing),
modificare all'occorrenza il numero chiamato e digitato
(mapping-table), di instradare la chiamata attraverso la rete
telefonuica quando la connessione ad internet & assente o in

casistiche specifiche definite dall'utente (fallback).
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Conforme agli standard SIP

A differenza delle soluzioni proprietarie, le soluzioni VolP Epygi
offrono interfacce standard aperte e supportano pienamente i
protocolli SIP.

Cid non garantisce solo la premessa per |'integrazione di nume-
rose applicazioni, ma consente la connessione di qualsiasi ap-
parato conforme allo standard SIP dei maggiori produttori. La
decisione di installare i prodotti Epygi non significa quindi in
alcun modo il legarsi ad un unico produttore e offre alla vostra
azienda il massimo a livello di sicurezza per il futuro.

La conformitd agli standard dei prodotti Epygi, permette

di utilizzare i servizi di telefonia VolIP forniti da differenti opera-

tori di telecomunicazione.

EMC: CFR 47, PART 15,
SUBPART B CLASS A
Telecom: TBR12/TBR13; AS/ACIF
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Telephony

Voice Features

Voice Features
Voice Coding G.711, G.726 (16, 24, 32,40
Kbps),G.729, ilBC (13,33 kbit/s,15,2 kbit/s);
(RFC 3951, ITU-T: G711, G.726, G729
Annex A; IETF; ITU-T Q.23, Q.24, Bellcore GR.506,
GR.181; ITU-T G.168-2000, 2002; TS_300659_1,2,3;
Adaw, Ulaw coding)

NAT traversal (both manually and STUN)

VAD, CNG, G.168 echo cancellation

Voice Transcoding

Bandwidth Requirements

Per call WAN bandwidth requirements for the
following codecs (non-encrypted/VPN encrypted):
G.711a/G.711u 20 msec 84 kbps/105 kbps

G.726-16 20 msec 37 kbps/59 kbps
G.726-24 20 msec 45 kbps/65 kbps
G.726-32 20 msec 52 kbps/74 kbps
G.726-40 20 msec 60 kbps/80 kbps
G.72%9a 20 msec 29 kbps/49 kbps
G.723 30 msec 21 kbps/34 kbps
iLBC 30 msec 27 kbps/41 kbps

PBX Features

Call statistics

Call routing

Avuto Attendant

IVR system (custom AA, custom
messages upload, create scenarios
with EpygiXML)

T.38 fax relay and clear channel fax

Call Signaling

sip RFCs: 3261, 3263, 3265, 3311, 3323, 3324, 3325,
3428, 3515, 3578, 3581, 3725, 3891, 3892, 3842,
856, 3863, 4028, 4235)

SDP (RFC 2327)

RTP (RFCs: 1889, 1890, 2833, 3389, 3550, 3551,
3555, draftietf.avt-rfc2833bis-05, draft-ietfavt-
rtp-ilbc-035),

H.323  (ITUT: H.225.0, H.235, H.245,H.323, H.450.
x, Q.931, Q.932)

Fax over IP (ITU-T: T4, T30, T38, V17, V21, V27 ter, V29)

POTS Signaling

Loop start

CCS Signaling

ITU-T: Q.921, Q.931 (DSS1), Q.951; ETSI ETS300 102
(NET5); ECMA-143-(QSIG); SRNWT-002120 (NI2)
NTT INS1500 for Japan

PRI switch types: DSS1, NET5, QSIGg, 5ESS,

NTT ins1500 DMS 100

CAS Signaling

CAS (MELCAS, ITU, ITUT2, IUT-T: Q.400, Q.411,
Q.421, Q.422, Q.440-Q.442, Q.450-Q.452, Q.454,
Q.455, Q.457, Q.458, Q.460-Q.468, Q.470-Q.476
Types: Loop Start, Ground Start;

E&M Delay Dial, E&M Wink Start, E&M Immediate
Start,

R2 DTMF, R2 compelled, R2 non-compelled, R2
compelled with ANI, R2 non-compelled with

ANI; R2 Parameters for Brazil, Guatemala and

Mexico efc.)

ANSI T1.403.02-199, T1.403.020-2001

DTMF

In band and out of band signaling support

Connectivity

Premise Connections

1 shortloop FXS port (RJ11)

1 Ethernet 10/100BASE T port to connect a PC for configuration
purposes (RJ45)

Uplink Connections
2 E1/T1 port to the Central Office (RJ45)
1 Ethernet T0BASE T (RJ45)

Billing
Radius Client (RFCS: 2865, 2866)

Internet

STUN/NAT traversal (RFC 3489)
Firewall security via:

NAT (Network Address Translation)
Policy and service-based filtering
DHCP server on the LAN side

DHCP client on the WAN side

DN server with forwarding functionality
SNTP (Simple Network Time Protocol)
server/client for computer clock
synchronization

PPPoE connection to the ISP with
PAP/(MS)CHAP authentication

IP DIFFSERV for QoS

DNS support

Port forwarding

Port translation
VPN(IPSec/PPTP/L2TP) support

System

Management

WEB interface accessible from LAN and

WAN (HTTP/HTTPS), the WAN management

access can be switched off

User rights management service

Password control

SNMP Support

Remote diagnostics & software upgrade

Download/restore configuration

Reset button with factory reset option

Custom Language Pack

3PCC - API (ActiveX) for developing programs which
will control and manage calls to/from
Quadro (for hotels, medical/law offices,
consulate etc.)

Diagnostics/Testing

LEDs: Busy, Info, Fault, LAN, WAN, Line
E1/T1 diagnostics, Loop settings
Remote festing

Power-up diagnostics

Environmental

Physical Dimensions
Rack-mountable devices:
Measurements: 19" x 7.56" x 1.77"
(48.0x 19.2 x 4.5 cm)
Weight: 2.47 lbs. (1090 g)

Conditions

41°F - 104°F (5°C - 40°C) operating temperature
41°F - 140°F (5°C - 60°C) storage temperature
5% - 90% non-condensing humidity

Power Supply
Input 100 - 240 VAC; 50/60 Hz; 0.5 A
Output 12.0 VDC; 1.5 A

Regulatory Compliance
Safety: UL 60950; CSA 22;

EMC: FCC Part 68, FCC Part 15 Class B;
EN55022, EN55024;

Telecom: TBR12, TBR13

Warranty

Two (2) years in European Union (EU)
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